








Handling

The machine is used for sucking and separating dry, non-combustible dust with an
explosion limit value of >0.1mg/m".

The motor is started by the switch. Dust laden air is then sucked through the inlet valve at
high speed via the suction hose. The air is slowed down by the cyclone and coarse dust
particles are separated out, partly by centrifugal force and partly by gravity. Air and finer
particles then pass through the tube filter where separation takes place. The machine is
designed for filter cleaning by reverse air pulse.

The separated dust accumulates in the cyclone until the machine is switched off, when it
drops through the bottom flap into the plastic bag.

Warning
Before starting the machine, check that the inlet valve is in the lower position.

Use

Before use, the user must be trained in the handling of the dust extractor and the hazardous
dust.

Warning
Connect the electric plug to a power outlet with the correct voltage, see the nameplate.

The filter must be cleaned from time to time. This must be done before changing the plastic
bag. It can also be done when the work is complete or when there is poor suction.

Procedure: Unplug the hose so that the inlet is covered. Cover the intake of the overpressure
valve (placed between the two hoses connecting the main tank and the cover for the micro
filters), let the machine build up vacuum for a few seconds then quickly push down on the top
handle and release it slowly. Repeat this procedure 5-10 times. If suction remains poor, the
filter should be replaced. The plastic bag may only be replaced after cleaning the filter.

The plastic bag must be tied up after removal. Only use original parts.

Changing the filter

Risk of dust dispersion - Use of personal safety equipment

Unhealthy dust can be spread during filter change. Accordingly, the user should wear
protective glasses, protective gloves, and a breathing mask conforming to protection class
FFP3.

WARNING: Switch off the machine and pull the plug out of
the socket.

Main filter

Loosen the two latches between the tank and the lower cyclone. Loosen the two latches at the
hose connection between the tank and the absolute filter cover. Rotate the tank forwards.
Rotate the filter plate counter clockwise 10 degrees and carefully turn filter and holder upside
down. Place a plastic bag over the filter unit. Lift the filter carefully and pinch up the bag by
hand and then tie the bag up. This bag must be properly disposed of.

Insert a new complete filter pack in reverse order. Only original filters may be used.




Absolute filter
Loosen the three latches holding the filter cover and carefully lift the filter up and into a
plastic bag. This bag must be properly disposed of. Insert new filters in reverse order.

Service

WARNING

Before cleaning and servicing the machine, you must switch the machine
off and pull out the plug from the outlet.

e Avoid cleaning with a high pressure cleaner. If necessary, do not direct at the openings on
the machine, especially the opening for the cooling air.

e Before moving the machine from the working area, the machine must be cleaned.

Furthermore, the inlet must be locked using the expanding plug attached.

All other equipment must be considered to be contaminated and be treated thereafter.

If possible, use a special suitable room.

Proper personnel protective equipment must be used.

After a service, all parts that are contaminated must be taken care of properly in plastic

bags, according to all regulations.

e If the vacuum cleaner has to be used for other purposes, it is extremely important that the
vacuum cleaner is cleaned to avoid the spread of hazardous dust.

Accessories

PART NO. DESCRIPTION

200600596 Complete filter set (1 pcs/machine)
200600595 MF5500 HEPA filter (2 pcs/machine)
1337032. Cleaning set

1376013 Longopac plastic bag (4-pack).

For other spare parts, see the enclosed spare parts list.

Warranty

All Pullman Ermator devices and accessories have a 12-month factory warranty for material
and manufacturing defects. When returmng the attached warranty slip, the warranty extends
to 36 months. Do not attempt to repair the suction apparatus without the consent of the
manufacturer.

The warranty does not cover defects which are the result of normal wear and tear, negligence,
defective use, unauthorised repair or the suction apparatus being connected to the incorrect
voltage.

In the event of any complaint, the suction apparatus or an agreed part of it must be returned to
us or our authorised representative for warranty examination and for any warranty repair or
replacement.




Problem solving

The dust extractor T8600 is designed and manufactured for severe environments and tasks,
but the user must note that the machine components must be protected from knocks and
blows. Filter and sealing connections are carefully chosen for the environment of the operator.
Therefore, the machine must be handled with care if it is to work correctly for many years.

Problem Cause Procedure
Motor does not start No power Connect the machine

Switch defective Change
Motor stops immediately Wrong fuse Connect the correct fuse
Motor runs but there is
no suction Hose not connected Connect the hose

Hose blocked Clean the hose

No plastic bag Install plastic bag
Motor runs but suction is poor Damage to the hose Change hose

Blocked filter Change filter

Top cover loose Adjust

Dirt in the flap Clean the flap.

Use protective equipment
Sealing defective Change current seal

Dust blows from motor  Defective or loose filter Adjust or change

Abnormal noise Order service

SAVE THESE INSTRUCTIONS!




DECLARATION

EG-deklaration om dverensstammelse
EU declaration of conformity

Tillverkare

Manufacturer

Pullman-Ermator AB

Industriviigen 10

777 91 Smedjebacken
Sverige/Sweden

Produktbheteckning/

Product designation

Stoftavskiljare, typ Pullman-Ermator T8600.
Dust Extractor, type Pullman-Ermator T8600.

EU-riktlinjer

EU guidelines ,
Produkten i friga Sverensstimmer med foljande EU-riktlinje:
The product in question conforms to the following EU guidelines:

Maskindirektivet

Machinery directive..........cceeennnnen. 89/392/EEC

EMC-direktivet S

EMC directive.......coevveevnunnan 89/336/EEC, tilldgg/annex: 93/68/ECC
LVD-direktivet

LVD directive.........covvvnvenennnn 73/23/ECC, tilldgg/annex: 93/68/ECC

Overensstimmelse med dessa riktlinjer dokumenteras genom att f6ljande
standarder tillfredsstills:
Conformity with these guidelines is documented in accordance with the following standards:

Harmoniserade europastandarder
Harmonized European standards EN291-2, EN292-2,
tilligg/annex: EN60335-2-2 ed 3

Nationella standarden
National standards EMCO-TUB(61),NO 202/92

Pullman-Ermator AB

Torbjérn Bengtsson
General Manager




TECHNICAL DATA

T8600-208 T8600-480
VOLTAGE 208 VAc, 3-fas 480 VAc-3fas
60Hz 60 Hz
POWER 7500 W 8600W
MAX AIR FLOW CFM 353 353
MAX VACUUM H20 Inch 110 110
HOSE 33 feetx & 37 133 feetx & 3”
INLET g 3« g 37
FINE FILTER >99.5% >99.5%
Filter area 25 f? Filter aere 25 ft*
HEPA FILTER HEPA H13 HEPA H13
Filter area 54 ft Filter area 54 ft*
SOUND LEVEL 74 dB(A) 74 dB(A)
PLASTIC BAG SYSTEM Longopac Longopac
DIMENSION LxBxH 49x27x69 in 49x27x69 in
WEIGHT 417 pound 417 pound






